
Read these instructions before starting procedure. For 
additional information visit www.andersenwindows.com. 
For questions call 1-888-888-7020.

Para obtener una versión en español de esta guía, 
visite el sitio www.andersenwindows.com

· Use caution when working at elevated heights and around window and door openings. Follow the manufacturers’ 
instructions for ladders and scaffolding. Failure to do so could result in injury or death. 
· Windows, doors, and installation components can have sharp edges. Wear protective equipment when handling. Failure 
to do so could result in injury.
· Follow manufacturers’ instructions for hand and power tools. Always wear safety glasses. Failure to do so could result in 
injury, product or property damage.

Interior Flat Trim Application
Flush Fin Installations

Product Series: 100 Series

Product Type:  All Flush Fin Windows

Interior flat trim is applied to bridge the gap between the interior 
window frame and opening to complete interior finishing.

Straight 
Interior Flat Trim

Curved 
Interior Flat Trim 
(for specialty shape 
windows only)

Typical Application:

(for casement, awning, 
single-hung, gliding, 
picture, specialty 
geometric windows)
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Parts Included:

WARNING

or

Tools and Supplies Needed:

Safety 
Glasses

PencilProtective
Gloves

Tape 
Measure

Utility
Knife

Putty
Knife

J-roller

Caulking
Gun

Sealant Non-Abrasive 
Cleaner

Cleaning
Cloth

Dust
Mask Multitool Saw



Vertical Join

Horizontal Join
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1

Before beginning, make sure low expanding foam is flush or slightly recessed from the interior of the window frame. If not, trim using a putty knife.

Prior to interior flat trim application, remove 
portion of existing interior joining trim strip at 
both ends, if applicable. 

2
For joined combinations with existing joining trim strip only

IMPORTANT

For joined combinations, a portion of the interior joining trim strip may interfere with the interior flat trim, and should be 
removed in order to allow a continuous piece of interior flat trim to adhere to the entire surface of the joined combination.

1 Measure the width of 
interior flat trim.

2 Mark the interior flat trim width on the existing joining trim strip at both ends with 
interior opening surface as the point of measurement. 

Cut at pencil mark and remove portion from existing joining strip ends.

(Measure from 
interior opening 
surface.)

Interior 
Joining 
Trim Strip

Interior
Joining 
Trim Strip

(Measure 
from interior 
opening 
surface.)
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4

Clean all window frame and adjacent interior surfaces with a cloth 
and non-abrasive cleaner.

Top (curved) 
trim piece runs 
through.

3

Determine desired corner configuration of trim pieces. Pieces that “run 
through” are cut and installed first. Application of a sill trim piece that 
“runs through” will be illustrated in this guide. 

Arch - 	
(Specialty Only 
Interior Flat Trim)

Half Circle - 
(Specialty Only 
Interior Flat Trim)

Rectangle
Bottom trim 
piece runs  
through.

Rectangle
Mitered corner. 

Corner Options

Top (curved) 
trim piece runs 
through.

▶   Straight Interior Flat Trim Application - Proceed to Page 4.

▶   Curved Interior Flat Trim Application - Proceed to Page 7. 
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Measure the width of the opening at the head and the sill, from interior surface to interior surface.

Cut two (2) interior flat trim pieces for the head and sill to the measured width.

1

Straight Interior Flat Trim Application
(Casement, awning, single-hung, gliding, picture, specialty geometric windows)

2

Remove release liner from interior flat trim pieces and attach adhesive portion of the trim to the head and sill of the window frame, 
pressing thoroughly. Use a J-roller if needed to achieve sufficient pressure.

Interior flat trim should cover 
the entire gap between the 
window and the interior surface 
of the opening.

Interior Flat Trim
(attach adhesive 
portion on window 
frame)
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3

Measure the height of opening at the left and right jamb. Measurement reference points will vary 
depending on selected trim piece corner configuration.

Cut two (2) interior flat trim pieces for the left and right jamb to the measured length.

Remove release liner from interior flat trim pieces and attach adhesive portion of the trim to the left and right jamb of the window frame, pressing 
thoroughly. Use a J-roller if needed to achieve sufficient pressure. 

4

Interior Flat Trim 
(attach adhesive 
portion on window 
frame)

Interior flat trim should cover 
the entire gap between the 
window and the interior 
surface of the opening.
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	▶ Straight Interior Flat Trim Application is complete. 

5

Apply a maximum of 1/8" finishing sealant bead to the gaps between all interior flat trim and interior opening surfaces, interior flat trim joins, and 
interior flat trim/interior mull trim strip joins. Tool smooth as needed for the desired aesthetic finish.

Sealant 
Finishing Bead
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1

Dry fit curved interior trim by centering over interior window opening. Mark a line at the edge of wall opening on both ends. Cut interior trim at 
pencil mark on both ends.

Remove release liner from curved interior flat trim piece and attach the trim to the head of the window frame, pressing thoroughly. 
Use a J-roller if needed to achieve sufficient pressure. 

2

Trim should cover the entire gap 
between the window and the 
interior surface of the opening.

Cut at pencil marks.

Curved Interior Flat Trim Application
(Specialty shape windows only)

Curved Interior 
Flat Trim

Curved Interior 
Flat Trim
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Measure the width of the opening at the sill, from interior surface to interior surface.
Cut one (1) interior flat trim piece for the sill to the measured width.

3

4

Remove release liner from interior flat trim piece and attach adhesive portion of the trim to the sill of the window frame, pressing thoroughly. 
Use a J-roller if needed to achieve sufficient pressure.

Trim should cover the entire gap 
between the window and the 
interior surface of the opening.
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5

Position side interior trim as shown and mark a line to match the top curve piece applied in previous step. Repeat for opposite side. 
Cut side interior trim at pencil mark. 

Cut at pencil 
mark.

position side 
interior trim flush 
with flat interior 
trim at sill.

Interior Flat Trim 
(Curved)

Interior Flat Trim 
(Straight)

6

Remove release liner from interior flat trim pieces and attach adhesive portion of the trim to the left and right jamb of the window frame, pressing 
thoroughly. Use a J-roller if needed to achieve sufficient pressure. 

Interior Flat Trim

Trim should cover the entire gap 
between the window and the 
interior surface of the opening.
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7

Apply a maximum of 1/8" finishing sealant bead to the gaps between all interior flat trim and interior opening surfaces, interior flat trim joins, and 
interior flat trim/interior mull trim strip joins. Tool smooth as needed for the desired aesthetic finish.

Sealant 
Finishing Bead

	▶ Curved Interior Flat Trim Application is complete. 


